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CTU2601-24V-01

Normally open

DIP Switch S1
MAC Address

ON

87654321

12
86432168421

o

Bacnet Protocol

RS485

Bacnet  Protocol

RS485

Not in use
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Software name: 10403403

Check sum : F69C
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Original with BT

N N NN

Communication cable
2x22AWG

Twisted, Shielded
(120Ω @ 1MHz )

S2.4 – “End of network” configuration
ON  - End of network
OFF - Not end of network

MAC Address 
DIP switch (S1)

Configuration
DIP switch (S2)

Device Instance 
Number DIN

LED Power

LED TX/RX

Important !
Disconnect power to the main board 
before making any changes to DIP 
switches/Jumpers and while wiring 
the unit .

“N”
Input

DIP Switch S2-
Device Instance Number (DIN)

S2.1 S2.2
Off Off

On Off

Off On

S2.3 DIN
EEPROM

Off DIN=
MAC+1200

Off

On On Off DIN=
MAC+800

Off

Off Off

On Off

Off On

DIN=
MAC+600

On DIN=
MAC+400

On DIN=
MAC+200

On On On DIN=MAC

On

DIN=
MAC+1000
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Fuse 8A

Common for ALL outputs

230VAC, 0.5A each

meitav tec
Tel: +972-3-9626462
Fax: +972-3-9626620
e-mail: support@meitavtec.com


