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Nota Técnica

Assunto: Upload de projeto da linha Vision.
Objetivo: Fazer o Upload de um projeto que esta no PLC Vision.

1 - INTRODUCAO

Esta nota técnica descreve o procedimento para a realizagdo do upload de um projeto no
PLC Vison, para Backup do projeto ou a alteracdo do mesmo.

2 - PROCEDIMENTO PARA UPLOAD

Obs. Este procedimento so € valido, para projetos que ndo tenham a protecéao de Upload.
Como na figura abaixo.

-
» Project password e oo

The project in this PLC is password protected.
Enter password.

Continue | Abort
Figura 1
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1 — Abra o Visilogic,
- No item “Connection”, opcao Upload.

Project Edit View Insert Build | Connection | Ladder HMI Tools Help
D £ B3 < | « |6 Online Test O =
Boolean ~ Compare ~ Math h:.] Download » | Utils ~
. P Upload Ctrl+U |
i Hw Configuration = = Wy
=] Ladder I&’J Verify Ctrl+Y
(B} ! Main Moduie B  PLC Flash Memory Allocation
= B HMI
=] ' | Start-Up Module ﬁ Favorites (TCP/IP Addresses)
&) | Start-Up Display .
Global Variables Favorites (Telephony Numbers)
& Data Tables ﬁ Modem Services
@ Export PLC Operands To File
@ Import PLC Operands from File
Communication & 0S5 Ctrl+F9
e
Figura 2

2 — Cliqgue em “Nao” esta perguntando se salva o projeto atual.

—

l@ Do you want to save the changes you made to "Untitled" 7

Cancelar

Figura 3
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4 — A janela sera preenchida, com as informagdes do Vison.
g
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3 — Clicar em “ Get OPLC Information”

Data: 13/05/2013 Versao 1
Autor: JNohara

£ 5
+ Communication - PC settings M

EAFIEIEIE
Select Connection Type: m

PC Port: ICDM 3 vI
Baud Rate: |57600 ¥
TimeOut: |1 sec vI Fletries:|3 'I

— Com

~ OPLC Information

Model:

Hardware Rev:

05 Version: |

Get OPLRInfomation
L.

Ext |

Figura 4

» Communication - PC settings

B |2 |9 5 (22 | | v |
|

Select Connection Type: |Selial

PC Port; |CCIM 3 vI
Baud Rate: |57BUU 'I

TimeOut: |1 sec vl Hetries;|3 vl

- Communicate with OPLC
(¢ Direct Connection

" Within Network [Unit 1D) |

— OPLC Information

Model: | Y120-22-T1

Hardware Rev: | A

0S Yersion: | 5.04 [33]

Figura 5
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5 — E iniciara o Download. Como na figura abaixo

Reading upload data
0/5 Version: 5.04
DB version 27

Figura 6

6 — Clicar em “Close”.

~
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» Verify '

[~ Verify results
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§ Ladder

E Ladder Parameters

HMI

A HMI Fonts

Timers
5 Counters
ﬁ Hardware Configuration
ﬁ Function Block
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PLC Data Tables
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| } Upload data
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Figura 7

7 — O programa sera mostrado no Visilogic.
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